
DELRAY BEACH FIRE RESCUE
Annual Fire Inspection Checklist

Use this checklist to help maintain compliance with the Florida Fire Prevention Code and avoid common violations. Note that

exceptions  or exemptions may apply. This checklist covers general violations for all occupancy types; please also refer to 

additional lists for your specific occupancy type.

Exterior & Access

 Building address is clearly visible from the street
 All fire lanes, hydrants, fire department connections (F.D.C.), or control 

valves shall be clear, visible, unobstructed, and in good condition.
 Fire backflow preventer has been annually tested, chained, and locked
 Knox/Access Box is installed (if required) and contains current keys

Exits & Emergency Lighting

 Exit doors open easily without keys, tools, or special knowledge
 Exit pathways and aisles are clear of storage or obstructions
 Exit signs are illuminated, operational, and not obstructed
 Emergency lighting works properly and has battery backup



Housekeeping & Storage

 No combustible storage in meter, boiler, mechanical, or electrical rooms
 Storage does not block exits, electrical panels, or fire equipment
 Stairwells are clear of storage and properly signed
 Ensure no storage within 18” of each sprinkler head

Fire Protection Systems

 Fire extinguishers are visible, accessible, and have current inspection tags
 Fire sprinkler/standpipe systems have current annual inspections
 Fire alarm systems have current annual inspections, testing, and read “Normal”
 Fire protection systems shall be maintained in an operative condition at all times 

and repaired where defective.

Electrical Safety

 Electrical panels, outlets, and junction boxes are accessible and have proper 
covers installed

 No exposed or abandoned wiring hazards exist
 Extension cords are not used as permanent wiring
 Power strips are used properly and not daisy-chained together



Documentation

 Required inspection, testing, and maintenance
reports are available for review on-site

 Any lock changes have been updated with the
Fire Department access system

 Noted deficiencies on inspection reports corrected
with completed work orders available upon
request

 Elevator firefighter service testing records are
available (if applicable)

Recommended Best Practice

 Conduct routine self-inspections monthly to identify
issues before annual inspections.


